
K31 PUMP
Pit Depth 8 Ft 10 Ft 12 Ft     other lengths also 

Max. Pit Depth . . . . . . . . . . . 8’ 10” . . . . . . . . . . . . . . 10’ 10" . . . . . . . . . . . . . . 12’ 10"
Overall Length . . . . . . . . . . . . 139" (3530 MM) . . . . . . 163" (4140 MM) . . . . . . 187" (4750 MM)
Top spout from floor . . . . . . . 72" . . . . . . . . . . . . . . . . . 96" . . . . . . . . . . . . . . . . . . 120"
Style . . . . . . . . . . . . . . . . . . . . Trailer type
Optional style . . . . . . . . . . . . . 2 point hitch
HP Required . . . . . . . . . . . . . 70
PTO  540 RPM . . . . . . . . . . . Shear Protected
Pipe Size . . . . . . . . . . . . . . . . . 6" (152 MM)
Length of Discharge Pipe . . . . 20 Ft (6 M) 
Agitator  Swivel . . . . . . . . . . 300 degrees
Agitating Spouts . . . . . . . . . . 2
Top Cone outlet size . . . . . . . 3 1/2" 89 MM
Bottom spout from floor . . . . 16"
Bottom Cone Outlet size . . . . 5" (127 MM)
Inlet Hole . . . . . . . . . . . . . . . . 11.5" (292 MM)
Housing Size . . . . . . . . . . . . . 23" x 31" (584x787)
Impeller Hi Efficiency . . . . . . 4 blade
Impeller size . . . . . . . . . . . . . . 18" (457 MM)
Impeller RPM . . . . . . . . . . . . . 810
Trailer tilting . . . . . . . . . . . . . Hyd. Cylinder
Lowering in Pit . . . . . . . . . . . Hyd Motor
Controls . . . . . . . . . . . . . . . . . Manual
Approximate Pump Volume . 3600 GPM
Discharge. Support Legs . . . . 12 Ft
Discharge Pipe Cart . . . . . . . . Optional 8” or 10”

Electric Drive Optional with 40 H.P. Motor
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